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Certificate of Compliance 
 

No. 0B160525.MDFUN06 

Test Reports no. B-S16059914 
 

Certificate’s 

Holder: 

MATERIALES DE FUNDICION S.A. 
AVENIDA DELS TRANSPORTS N 45A RIBARROJA DEL 

TURIA (VALENCIA) 46394 ESPAÑA 

 

Certification ECM 

Mark: 

 

Product: Gate Valve 

Model(s): Resilient Gate Valve DN40-DN800 

 

Verification to: Standard: 

EN 1074-1:2000, EN 1074-2:2000+A1:2004 

 
related to CE Directive(s): 

R 305/2011 (Regulation for the Marketing of 

Construction Products) 
 
Remark: The product(s) has been verified on a voluntary basis. The product(s) satisfies the requirements of 

the Certification Mark of ECM, in reference to the above listed Standard(s). The above Compliance Mark 

can be affixed on the product(s) accordingly to the ECM regulation about its release and its use. The 

regulation can be found at www.entecerma.it. This Certificate of Compliance can be checked for validity 

at www.entecerma.it 

This verification doesn’t imply assessment of the production of the product(s). 
 

Additional information, clarification about the  Marking: 

 

We attest that a TCF for the  Marking process is in place. Whereas the 

Manufacturer is Responsible to start the  Marking Certification Procedure through 

an appointed Notified Body and the perform all the necessary activities, as required 

by the Directive and accepted by the Notified Body, before placing the  Mark on 

the product(s). 

 

Date of issue 25 May 2016 
 

Chief Manager 

Tim Mahan 

 Expiry date 24 May 2021 
 

Deputy Manager 

Viola Miller 
 

  European 
Conformity 

Type 

Approved 

http://www.entecerma.it/


Valencia a 11 de Mayo de 2020 

Por la presente Materiales de Fundición afirma que el recubrimiento epoxy de 

nuestras válvulas de compuerta es de al menos 250 micras y de una media de 250 
micras en nuestros carretes de desmontaje.

Fdo. Pedro Gea 







 
















